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NO.

CHANNEL
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row above should be tied.

indications for the signal heads listed in the

number to which the red, yellow, and green ball

Red, Yellow, Green - lists the field terminal

B

switch position.

unit channel number for each corresponding load

CMU Channel No. - displays the conflict monitor
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designation.

Load Switch No. - displays the load switch

heads to the cabinet field terminals.

a user-friendly reference on connecting the signal 

electrical details.  Its purpose is to provide

The chart shown at left appears on all 2070

Features:

settings are shown at left.

the controller programming.  The default

The load switch function can be reassigned in

Phase - lists the function of the load switch.

indications are controlled by another.

are controlled by one load switch while the arrow

columns because the red, yellow, and green balls

4- or 5- section head may appear in two different

terminals for this load switch.  Note that a

should have connections made to the field

Signal Head No. - lists the signal heads that

STD. NO.

these two rows may be removed from the drawing.

indicated.  If no pedestrian signals are used,

heads should be connected to the field terminals

the ’Man’ indications of the pedestrian signal

Pedestrian Signal Indications - the ’Hand’ and 

5-section head are to run on phase 1.

3-section all left arrow head and the arrow portion of a

to the chart as shown above.  In this example, both a

attached to the same load switch, a second column is added

Extra column - if more than one type of signal head is

2-12

in these rows.

should be tied to the field terminals that appear 

and green arrow indications for the signal heads

Red, Yellow, and Green arrows - red, yellow,








